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\/'\, KENDOR 1980 yilinda kurulmus ve uluslararasi ficarete katilmistir,
- @ Maden kirma, 6gitme ve seperasyon sistemleri ile ilgili makinelerin
_ 7(4(\ imalat ve ayni zamanda fesis projelendirimesi alaninda  hizmet

vermeldedir,

imalatini yapmakia oldugu tesis ve makinelerle Kalsit, Borit,

Dolamit, Bentonit, Kémir gibi madenlerin 6§utilerek, istenilen

/9‘ blci ve kapasitede Gretimine imkan saglamakiadir.

// " Kapoasitesi 30-50 ¢m dlgilerinden 2-5 mikron 6lcilerine

- kadar o6gitme yapabilecek makine ve sistem
kurulumlarn gerceklestirilebilmektedir.

KENDOR gelisen ve degisen retim teknolojileri ve
KENDOR . : misteri beklentileri dodrultusunda kalite ve
company was 7 kapasite arhmini saglamak icin yatmmlanni
established in 1980 4 strdurmekdedr
and entered the world of
business. KENDOR has been
activity in area manufacturer 7

. S .
machines and foundation project, concern p

as breaking, grinding and seperation systems.

Uriinlerinin ic ve dis pazarlarda begeni

kazanmasini; gelismis  teknoloji,

deneyimli kadrosu ve teknolojik
birikimi ile saglamaktadir,

Our company is supplier production mining as Calcite, ((\ kapall olmak Gzere
Borite, Dolamite, Bentonite (size and capacity as you wanf) foplom 10000 m"
with our foundation and machines. KENDOR realize machines and

o . _ alanda gercekles-
planmnE system which are makes a produd sizes from 30-50cm to Fimekiadin
2-5mkn.

0/2 Makine dretimini 1.800 m’

KENDOR has completed all the necessary tecnological investments to
increase its quality and capacity to meet customer needs.

KENDOR is a succesfull supplier to both the Turkish Industry and Export
Market with its experienced staff, bigh - technology and know - how.

The closed area of factory building disposes 1.800m’ of area (10.000m’
open area ).
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Seperatér, bilyali degirmende
ogutilen madeni istenilen dlcilerde
(1w 74u arasinda} ayirmak icin
kullanilr.

Makinelerimiz DIN EN 1SO 90012000
kalite giivence sistemi prensiplerine
gére retilmektedir.

Seperator is using for separate
grinding mining in size {between 1
740} by request in Ball Mill.

Qur machines are manufactured
under DIN EN 150 9001: 2000 Quality
(ertificate.

TEKNIK OZELLIKLER | TECHNICAL CHARACTERISTICS

Wi Hiad bt m'/h 5000 10000 20000
Masx. Besleme Orani
Max. Feeding Proportion ka/h 5000 10000 20000
M ooy o min-] 3050 2500 1550
Motor Giici
Motor Power how 22 8 55
Yaklasik Hava Debisi
Approximate Air Capacity m’/h 7500 15000 30000
Yaklasik Hava Basinc
Approximate Air Pressure daPa 1250 1250 1250
Fan Motor Gich
Ventilator Motor Power how 37 75 160
Onerilgn Filtre Kapasitesi Proposing Filter 2 190 240 480
Capacity
Maksimum Verim Tablosu | fine Output Max
d97 < 8 um d50 < 1 um 600 1000 1800 Kg/h
d97 < 10 um d50 < 2 um 800 1400 2000 Kg/h
d97 < 15 um d50 < 3 um 900 1600 3200 Kg/h
d97 < 20 um d50 < 5 pum 1100 2000 4000 Kg/h
d97 < 40 um d50 << 10 pm 1600 3000 8000 Kg/h
Teknik Cizim | Technical Drawings }
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KABA URUN SEPERATORD
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Kaba Uriin Seperatorii genelde 45-90u
arast yitksek kapasiteli mikronize maden
ogirme tesislerinde kullanilir, Yaklasik
ortalama iiretim kapasitesi 12-60 t/s-ir.
Cimento, ala ve kire¢ sektériinde yaygin
olarak kullamlan yitksek kapasiteli bir
seperatordir.

Crude Product Seperator generally use in
the micronize mining grinding sedor,
between 45-90u with high capacity.
Approximate average produdtion capocity
are 12-60 t/h. This seperator is using in
cement, plaster, lime sectors.

TEKNIK OZELLIKLER TECHNICAL CHARACTERISTICS
Motor Gisci 45 kw Mator Power 45 kw
Maks. Besleme 90 1/s Max. Feeding 90 1/h
Kapasite 18-35 1/s (apacity 18-351/h
Devir 265 - 320 rpm Period 265 - 320 rpm
Hava Miktar 500 m*/dak Air 500 m*/min
1187
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TEKNIK OZELLIKLER TECHNICAL CHARACTERISTICS

Rotor capi @ 800 Rotor Diameter @ 800

lzgara Araligr 15 mm Grate Weight 15 mm

Kapasite 25 ton/h Capacity 25 ton/h

Max Besleme 15 ¢m Max. Feeding 15 am

Cikis Buyukligu 0-5 mm Exit Gravity 0-5 mm

Motor Gict 45 kw Motor Power 45 kw

Astar Dékim Zith (Mn 14-16) Lining Casting Armour {Mn 14-16)
Govde 15 mm Plaka Body 15 mm Plate

Teknik Cizim | Technical Drawings
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Cekicli kina max. 100-150mm Hummer Crusher is using for modify
dlctlerindeki maden parcalanni min. mining sizes from max. 100-150mm to 2
— 0-3mm dlculerine getirmek igin kullanilir, min. 0-3mm. §
—_— Ozellikleri: Characters: —
Y I
p— » Yiksek emniyet v High safety
» Yiksek kirma performansi % High crushing performance
p— % Kolay ve hizh bakim imkani % Easy and quick maintenance
G » Kolay 1zgara degisimi “ Easy grafing changing
N
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PAKETLEME MAKINESI
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Paketleme makinesi (tirbinli dolum
sistemi)2u -100 w tozlanin ve granil
haldeki cesitli gida, kimyasal ve kuru
kansim malzemelerin ventilli torbalara
doldurulup paketlenmesi igin kullanilr.
Kraft kagit, PE, PP torbalan icin uygundur.

Uron ozellikleri:
» Tirbinli

% Helezonlu

Packing machine is using filling of the

2 u -100 w dusts and different doods
granule forms, chemical and dry mixture
materials to the valve bags for packing.
If's suitable for kraft pape, PE, PP bags.

Product Characteristics:
w» With turbine
w With Auger

TEKNIK OZELLIKLER

TECHNICAL CHARACTERISTICS

Kapasite

9 ton/h ( 25kg’lik paketleme 6ad/d )

Capacity

9 ton/h ( 25kg’lik paketleme 6ad/d )

Motor Giicii 55 kW, cift de Motor Power 5,5 kW, cift de

Sistem istedie gére PNC kontrolli System By request -PNC controlled or
ya da latcell'lidir. with latcell.

Tahrik Sekli Kayis-Kasnak Provocation Form Belt

Doldurma kapasitesi | 25-75kg Filling Capacity 25-75kg

Teknik Cizim | Technical Drawings
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RADYAL FAN
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Radyal fan mikronize tesislerinde

uron naklinde ve sistemin ihtiyac
olan basincli havayr Oretirler. Filire
gkisina baglanirlar, debi ve basinglar
filtre kapasitesine gore secilir.

Radyal fan is produsing in product
transport and presssure air which
need system in the micron
establishing.

This is attached fo fitler exit, capacity
and pressure are choosing as to fitler
capacity.

TEKNIK OZELLIKLER TECHNICAL CHARACTERISTICS
Hove Kapaositesi | 14000 m*/h Air Copacity 14000 m’/h

Statik Basing 1250 mmSS$ Statik Basing 1250 mmS$
Toplam Basing 1335 mmS$S Toplam Basing 1335 mmS$
Isletme Sicakhigr |20 °C isletme Sicakhgr |20 °C

Fan Devri 2975 d/d Fan Devri 2975 d/d

Mil Giicii 64,4 kW Mil Gicu 64,4 kW

Elektrik Motoru 75 kW - 3000 d/d Elektrik Motoru 75 kW - 3000 d/d

Teknik (izim | Technical Drawings
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| TEKNIK OZELLIKLER | TECHNICAL CHARACTERISTICS
BT T
Kapasite 150 m” 150 m’* Kapasite 150 m’ 150 m’
Kafes Sayisi 150 ad. 100 ad. Kafes Sayisi 150 100
Kafes Capi 135 m 125 m Kafes Capi 135 m 125 m
Valf Sayisi 14 10 Valf Sayisi 14 10

Teknik Cizim | Technical Drawings

Kare filire | Square Filier Slindirik Filire | Cylindrical Filter
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Kare Filtre | Square Filter Silindirik Filtre | Cylindrical Filter

Mikronize maden Oretim tesislerinde toz Jet plus filter is using in mining production
ve havanin aynstinimasinda kullanihr, foundation for seperating dust and air. The
Kapasiteleri yapilan Gretim miktarina gére capacity is defermine as fo production
tespit edilir. quantity.

v 50m’- 1000m’ filtrasyon yizey alanina 50m’- 1000m’ filters are making in our

L sahip filireler yapilmaldadir. factory.

L1 Filtre modeli: Filter models:

.Di % TOrbinli % (ylindrical

—

— ¥ Helezonlu » Square

L
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TEKNIK OZELLIKLER TECHNICAL CHARACTERISTICS

Kapasite ~1000 kg/h Capacity ~1000 kg/h

Motor Giic 55 kw 1400 dev/dak Motor Power 55 kw 1400 p/m
Astar Plakasi 12-14 Mg Celik Dskim lining Plate 12-14 Mg Steel Casting
(ekicler Si60 Hummers §160

Davir 1200 dev/dak Period 1200 p/m

Tahrik Kayis Kasnak ile Provocafion With belt

Teknik (izim | Technical Drawings
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E Cekicli Degirmen dosik kapasiteli kirma, Hummer Mill is using for breaking,
E agutme ve aynstirma icin kullanilan grinding and degradation. Hummer Mill is
Y makinedir. Ogiitilen malzemeyi ayni own degradation charaders of grinding
em— zamanda istenilen tane biyikloginde product by request grain sizes in same
)8 ayristirma 6zelligine sahiptir. time.

[ Urnek olarak: 0-5mm besleme yapilan bir Example: this machine is feasible

et iriin ile 75-100u biyikligiinde, saatte 1- production with 0-5 mm feeding product
d.\ 1.5t iiretim yapilabilmektedir. Ayrica in bigness 75-100, in hour 1-15t.
'z kaplanmis kalsit tretiminde de kullanilir. Separately Hummer Mill is used in Calcite
[ praductian.
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TEKNIK OZELLIKLER TECHNICAL CHARACTERISTICS L1
e

Kapasite m Capadity m =
e

Motor 15 kw Motor 15 kw R

Tahrik 3 Aktarmali Yoy Sanziman Provocation 3 Connedling Horizontal Gearbox
[—

Devir 42 d/d Period 42 rpm —
S ]

Rotor Ters Yonli Helisel Rotor Retrograde Helical Y
Y’

Konveyér Bant cuval, palet, dékme vb. {onveyor Band is use for caming product >
Mikserler farkli ézelliklerdeki maddeleri Mixers are use in mixing different quality driinlerin tasinmas! i¢in tasima araci olarak as sack, palette, casting and etc. Sizes and §
belirli bir zaman icerisinde, homojen olarak materials during the determined time as kullanilimaktadir. Glctileri ve kapasiteleri capacites are change according to product =
kanstrmada kullanilir. Istege gére Normal homogeneous. We're produce mixers from tasinacak driiniin miktanna ve uzakliging quantity and distance. We're produce Fixed -
veya (rNi malzemeden yapilabilir, Normal and CrNi materials. Mixers design gore degisir. Sabit veya tasinabilir sekilde or portable mixers. Both of them have N
Mikserlerin dizayni, kansim yapilacak iriine are fixing according to produd which will imal edilir. Her iki konveyériin istenilen models according to height.
gére diizenlenir. Kapasiteleri 500 kg ile making mixed. Capacity of the mixers are yiiksekliye gére ayarlanabilir modelleri
3000 kg arasinda degisir. change between 500-3000 kg. mevcuttur.
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ELEVATOR  ELEVATOR
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Elevatérlerimiz toz ve granil malzemelerin
dikey tasinmasi icin klasik yapidadir.

Yiksek kapasiteli lastik bantl ve zinciri
elevatérlerimiz istenilen dzellikte degisik
amach tesislerde kullanilir.

Teknik (izim | Technical Drawings
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Our Elevators are dlassic construction for
vertical carring dust and granular materials.
Elevators (with rubber band and chain)
with hight capacity are use in different aim
foundation, by request characteristics.

540

Teknik (izim | Technical Drawings

Helezonlanmuz istenilen ve gerekli olan

ozelliklerde Gretilmektedir. Genel olarak toz
veya taneli her tirli maddeyi bir yerden
baska yere nakletme ve bosalimada
kullanilan makinelerdir. Sabit, seyyar vb.

helezonlanmiz tretilmektedir.

Our Augers are produce by request and
with required characteristics. Generally, this
machines are us efor transport and
takedown dust or granular materials from
one side to another side. Qur company are
produce Fixed, Portable and etc. Augers.
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